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Connector Series 15m Field Cable

Electrical Specification and Performance

Data Sheet
Physical Specification
Body Flexible cable, 2 Core, 1.0mm2 conductor 6.8mm OD, CPE
N type EM2 sheath Black
s G
P \\ Weight (kg) 15
/7 mﬂ\ss\* r— Operating Temperature -209C to +508C
A\ NEN=: IP Rating IP68
\\\://

L: 15,000mm (15m)

Input Voltage 24VDC.
Total Load 10amp.

Installation Instructions

Refer to Product Page or Technical Resources page to download Installation Sheet.

Wiring Guide

Refer to Technical Resources page to download Wiring Diagram/s.

INPUT:
110/240VAC

OUTPUT:
Constant Voltage (DC)

Parallel Circuit Wiring Guide

Diagram s a guide only. Wire colours and polarity may change depending on fixture and country.

Accessories

Associated accessories sold separately. Refer to Accessories.
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SERIES 1M SERIES 3M SERIES 30M SERIES 5M SERIES 2-
EXTENSION EXTENSION FIELD CABLE FIELD CABLE WAY
JUNCTION

Related Fittings in Range

The following fittings are also available in the Underwater Lights range.

UNDERWATER UNDERWATER

LIGHT 5 LIGHT 8
CONNECTOR CONNECTOR
SERIES SERIES
BRONZE BRONZE

gardens at night
landscape lighting

For inspiration on lighting your landscape and to find a Gardens at Night stockist or distributor visit www.gan.com.au

Gardens at Night is a business of Serrata Group Pty Ltd. Serrata Group does not give any representation or warranty as to the accuracy or completeness of the information included
herein and shall not be liable for any action in relevance thereon. Data subject to change.



