
Physical Specification

Body Quality corrosion resistant brass construction.

Lens Frosted tempered glass.

Mounting Options Recessed step or wall mounted. Custom designed canister 
available for concrete installation.

Weight (kg) 0.5

Operating Tempurature -20øC to +50øC

IP Rating IP66

Electrical Specification and Performance

Input Voltage 24VDC.

Total Load 4 watts. >90 lumens per watt.

Driver Driver onboard technology.

Remote Power Supply Recommended Meanwell HLG Series 24VDC constant voltage 
(sold separately). Consider adding remote control and constant 
voltage.

Control Requires clean on/off signal. If switching via automation relays use 
on/off. Do not use dimming relays as these may leak residual 
voltage.

Dimming Triac or Dali available with approved Power Supply and compatible 
dimming control

Certifications

Finishes

               

BLK Matt Black powder coat
BZE Bronze
COP Copper
NKL Nickel

Installation Instructions

Recessed step or wall mounted. Custom designed canister available for concrete installation.

Refer to Product Page or Technical Resources page to download Installation Sheet.

Step Light Linear Recessed 120 Copper

Data Sheet

For inspiration on lighting your landscape and to find a Gardens at Night stockist or distributor visit www.gan.com.au

Gardens at Night is a business of Serrata Group Pty Ltd. Serrata Group does not give any representation or warranty as to the accuracy or completeness of the information includeded 

herein and shall not be liable for any action in relevance thereon. Data subject to change.


